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MARINA COAST WATER DISTRICT  
WATER SHORTAGE CONTINGENCY PLAN 

 

1.0 INTRODUCTION AND BACKGROUND 
   
This Water Shortage Contingency Plan is developed in compliance with California Water Code 
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California Water Code Section 10632(c)  Actions to be undertaken by the urban water supplier 
to prepare for,  and implement during, a catastrophic interruption of water supplies, including 
but not limited to, a regional power outage, an earthquake or other disaster. 
 
The MCWD developed and adopted an Emergency Response Plan for emergency and disaster 
occurrences with guidelines and agreements for cooperative efforts with other State and local 
agencies, as required by the State Health Department.   This Plan contains actions MCWD would 
initiate in the event of a catastrophic reduction in its water supply. 
 

Section 10632.  Requirements of subsections (a)-(i) are identified below and are
the required elements and information. 

The Marina Coast Water District (MCWD) obtains its water supply from th
Groundwater Basin (SVGB). The SVGB is not adjudicated and provides wa
municipalities and other municipal and industrial uses in the Salinas Vall
basin pumping, coastal aquifers are experiencing seawater intrusion. MCWD co
with Monterey County Water Resources Agency (MCWRA) in developing pla
and encourage preservation of the SVGB aquifers by all municipal and agricultu

In 2005, MC
The interconnection has improved system-wide reliability, making maximum use of availab
water storage tanks in the Ord Community and allowing both areas to be served 
District wells.  In 2007, the District consolidated the two systems under a sing
System Permit.   

MCWD is actively pursuing development of a Regional Water Supply Projec
with the Monterey County Water Resources Agency (MCWRA) and California-
Company (CAWC).  The Regional Project will develop desalinated water from

Monterey service area and future water demands within the MCWD Ord Comm
to be installed within the intruded portions of the SVGB are intended to captur
the coast before it can migrate to inland portions of the aquifer.  The projec
recycled water component that will provide non-potable water for landscape irriga

 
One other coordinated effort includes the Water Awareness Committee of M
(WAC).  Through the WAC, representatives from several agenc
work together coordinating conservation and other water awareness efforts inc
programs, information booths for special events and public understanding of M
water challenges and opportunities.  
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2.0 STAGES OF ACTION  

 the urban water 

to each stage.  

o voluntary and 
ry stages.  Table 1 generally describes the various stages. Specific water supply 

con as “triggering mechanisms” herein, are discussed 
in the next section. 
 

e 1: Water  Stages and R   
e 

 
California Water Code Section 10632(a) Stages of action to be undertaken by
supplier in response to water supply shortages, including up to a 50 percent reduction in water 
supply and an outline of specific water supply conditions which are applicable 

The MCWD developed a five-stage Water Conservation Plan that includes tw
three mandato

ditions applicable to each stage, referred to 

Tabl Conservation eduction
Stag  nd Reduction
 

Dema  Goal Type Program 

Stage 1  duction Voluntary 10% re
Stage 2  15% reduction Voluntary 
Stage 3  25% reduction Mandatory 
Stage 4  35% reduction Mandatory 
Stage 5  50%+ reduction Mandatory 
Priorities for use of available water, based on California Water Code Chapter 3 are:  

  
ndscaping - especially trees and shrubs  

1. Health and Safety - interior residential and fire fighting  
2. Commercial, Industrial, and Governmental - maintain jobs & economic base
3. Existing La
4. New Demand - projects without permits when shortage declared 

 
California Water Code Section 10632(b) An estimate of the minimum water su
during each of the next three water years based on the driest three-year histo
the agency’s water supply. 
 

pply available 
ric sequence for 

s that are primarily supplied via surface 
ffected by short-term fluctuations in hydrology i.e., drought 

 
lly varied due to 
 the driest three-

anagement Plan. 

This requirement is oriented toward water supply system
waters and therefore can be directly a
conditions.  MCWD’s total current water supply is produced through groundwater pumping from
the large SVGB.  MCWD supply availability from this basin has not historica
short-term hydrologic conditions.    The minimum water supply available within
year sequence is expected to match demands as discussed in the Urban Water M

 
3.0  TRIGGERING MECHANISMS  

The SVGB is currently the most important source of water for MCWD.  In 2004, the MCWD's 
groundwater withdrawals of about 4,600 acre-feet accounted for less than one percent (1%) of 
the estimated basin-wide annual extractions of roughly 550,000 acre-feet.  Given this relatively 
small percentage, MCWD conservation and contingency management activities can play only a 
small part within the SVGB. The foremost concern in developing appropriate triggers is 
achieving the maximum practical protection of an adequate long-term water supply of acceptable 
quality for MCWD customers. To that end, triggering mechanisms should be tied to factors that, 
directly or indirectly, have the greatest potential effect on the quality and quantity of available 
groundwater.  
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sion, which has 
 over-drafting of 
affected MCWD 
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t Aquifer could 
onitors the rate 

er and develop 
it is possible for 
plies available.  
 Plan with the 

ve water supply 
ted by intrusion and/or 

contamination. A specific triggering mechanism for various levels of conservation is tied to 
 VOCs, such as 
No. 9 in Central 
nity.  Chloride 
meters (chloride 
pply.   

Chloride concentration, which is the trigger for the most advanced stages of conservation, is also 
ater intrusion. Tests for statistically 

arliest stages of 
ddition, MCWD 

currently monitors its Ord Community wells for the presence of TCE and other organic 
compounds, and works with the U.S. Army regarding the Army’s groundwater cleanup actions in 
the Ord Community.  

TRIGGERING MECHANISMS FOR CONSERVATION STAGES  

These Triggering mechanisms shall be interpreted as guidelines and are summarized in Table 2. 
The General Manager and/or Board of Directors may impose any of the following conservation 

Two general types of threats could cause MCWD to experience water shortages:
1. Unanticipated catastrophic system failure due to an earthquake, terro

sudden contamination of water supply, or  
2. Chronic system shortage due to seawater intrusion reaching

concentrations such that those wells would have to be removed from
 
In the case of a catastrophic failure, the MCWD would assess the nature and ext
and the General Manager would identify the appropriate Conservation Stage in 
the expected level of water supply shortage.  Should shortages be anticipated in am

MCWD’s Emergency Response Plan, including enacting emergency ordina
required by MCWD Board of Directors. 

The chronic system threat to MCWD's present water supplies is seawater intru
occurred along the coastal margin of the Salinas Valley in response to historic
the basin.  Contamination from volatile organic compounds (VOCs) has also 
wells and could pose additional problems.   Although seawater intrusion has not yet affected
deep zone (900-Foot Aquifer) of the SVGB (which is the source of supply fo
No.10, No.11, and No.12), it is possible that continued extractions in the 900-Foo
ultimately lead to contamination of these water supplies by seawater.  MCWD m
of seawater intrusion and plans to construct a new well in the deep aquif
alternative water resources that would be insulated from intrusion.  However, 
intrusion to appear in a relatively short time span and reduce overall sup
Consequently, the MCWD has structured this Water Shortage Contingency
primary goal of reducing water supply demands to allow time for alternati
measures, including the drilling of alternate wells in areas unaffec

concentrations of chlorides in MCWD wells and possible concentrations of
trichloroethylene (TCE) which was previously observed at low levels in Well 
Marina and is occasionally detected at Well No. 29 in the Ord Commu
concentration is directly related to the seawater intrusion problem, and both para
and VOCs) are related to the overall basin viability as a secure source of water su

a key indicator of water quality degradation due to seaw
significant changes in chloride concentrations assist in the detection of the e
intrusion and are appropriate indicators of a water supply emergency. In a
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ges based upon facts and circumstances which may not have been otherwise anticipated in this 

ation Level Triggerin
rvation S
hortage L

sta
plan. 
 

Table 2 Conserv g Mechanisms 
Conse tage 
and S evel Triggering Mechanism 

Stage One  
0-10%  
Voluntary 

tage  
xceed drinking water 

rd  
not threaten to exceed 

1) system malfunction resulting in up to 10% shor
2) increase in chlorides which do not threaten to e

quality standa
3) increase in VOC concentrations which do 

standards with blending  
 

Stage Two  
>10-25%  

ry  

 shortage  
2) increase in chlorides which may threaten to exceed drinking water 

to exceed 
Volunta

1) system malfunction resulting in greater than10%

quality standard  
3) increase in VOC concentrations which do not threaten 

standards with blending  
 

Stage Three  
>25-35%  

ory 

stem malfunction resulting in greater than 25% shortage  
2) increase in chlorides which are expected to exceed drinking water quality 

to exceed 
acity is reduced by up to 

Mandat

1) sy

standard  
3) increase in VOC concentrations which do not threaten 

standards with blending or when remaining cap
25%  

  
Stage Four  

% 
tory 

1) system malfunction resulting in greater than 35% shortage  
 exceed drinking water quality 

hreaten to exceed 
y is reduced more 

an 35%  
 

>35-50
Manda

2) increase in chlorides which are expected to
standard  

3) increase in VOC concentrations which do not t
standards with blending or when remaining capacit
th

Stage Five 
>50%  

1) sy
2) i

Mandatory standard  
3) increase in VOC concentrations which do not threaten 

standards with blending or when remaining capacity is reduced m

stem malfunction resulting in greater than 50% shortage  
ncrease in chlorides which are expected to exceed drinking water quality 

to exceed 
ore 

than 50%  
 

STAGE 1:  Up to 10% - Voluntary   

Stage 1 conservation measures may be called for as a result of malfunction of all or portions of 
the water system that reduces supplies by up to 10% on a daily, peak seasonal or annual basis.  It 
also may be called due to prolonged drought conditions and a need to focus public attention on 
water conservation.  

Further triggering could also be based on: 
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1) ncentrations but 
  “Upper Level” 

thetics) drinking water standard currently set at 500 mg/l at the 

2) tions but where 
drinking water 

ch VOC at the well(s) in question 
of this supply with other well supplies cannot maintain a 

y be called for due to malfunction or failure of all or portions 
of t at asonal or annual 
basis.  

Further tr

1) entrations where 
“Upper Level” 

500 mg/l at the 

tically significant increase in VOC concentrations, but where 
s do not threaten to exceed the primary drinking water MCL 

upply with other 
n(s) below these 

standards. 

S
of t at asonal or annual 
basis.  

Further tr

1)  such concentrations are 
 the CA DHS  “Upper Level” secondary (aesthetics) drinking 

mg/l at the well(s) in question, or 

2) detection of VOC concentrations, but where such concentrations do not threaten 
to exceed the primary drinking water MCL for each VOC, and/or blending of this 
supply with other well supplies cannot maintain a distribution system 
concentration(s) below these standards, and/or when gross reduced well 
production of up to 25% is necessary to maintain adequate water quality. 

STAGE 4:  >35% to 50% - Mandatory  

Stage 4 conservation measures may be called for due to malfunction or failure of all or portions 

 detection of a statistically significant increase in chloride co
where such concentrations do not threaten to exceed the CA DHS
secondary (aes
well(s) in question, or 

  detection of a statistically significant increase in VOC concentra
such concentrations do not threaten to exceed the primary 
maximum contaminant level (MCL) for ea
and/or blending 
distribution system concentration(s) below these standards. 

STAGE 2:  >10% to 25% -Voluntary  

Stage 2 conservation measures ma
he w er system that reduces supplies by greater than 10% on a daily, peak se

iggering could also be based on:  

  detection of a statistically significant increase in chloride conc
such concentrations may threaten to exceed the CA DHS  
secondary (aesthetics) drinking water standard currently set at 
well(s) in question, or 

2)  detection of a statis
such concentration
for each VOC at the well(s) in question and/or blending of this s
well supplies cannot maintain a distribution system concentratio

STAGE 3:  >25% to 35% - Mandatory  

tage 3 conservation measures may be called for due to malfunction or failure of all or portions 
he w er system that reduces supplies by greater than 25% on a daily, peak se

iggering could also be based on: 

 detection of an increase in chloride concentrations where
expected to exceed
water standard currently set at 500 
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e water system that reduces supplies by greater than 35% on a daily, peak seasonal or annual 

here such concentrations are 
thetics) drinking 
 or 

do not threaten 
r blending of this 

supply with other well supplies cannot maintain a distribution system 
n(s) below these standards, and/or gross reduced well production of 

:  >50% - Mandatory  

may be called for due to in malfunction or failure of all or 
peak seasonal or 

a

ncentrations are 
d of 600 mg/l at 

2) detection of VOC concentrations but where such concentrations do not threaten to 
 /or blending of this 

ribution system 
ell production of 

% is necessary to maintain adequate water quality. 

ROCEDURES 

of th
basis.   

Further triggering could also be based on: 

1) detection of an increase in chloride concentrations w
expected to exceed the CA DHS  “Upper Level” secondary (aes
water standard currently set at 500 mg/l at the well(s) in question,

2) detection of VOC concentrations, but where such concentrations 
to exceed the primary drinking water MCL for each VOC, and/o

concentratio
up to 35% is necessary to maintain adequate water quality. 

STAGE 5

Stage 5 conservation measures 
portions of the water system that reduces supplies by 50 % or more on a daily, 
nnual basis.   

Further triggering could also be based on: 

1) detection of an increase in chloride concentrations where such co
expected to exceed the short term primary drinking water standar
the well(s) in question, or  

exceed the primary drinking water MCL for each VOC, and
supply with other well supplies cannot maintain a dist
concentration(s) below these standards, and/or gross reduced w
over 50

 
REQUIREMENTS AND APPEAL P4.0 CONSERVATION  

d stage and the 
are adopted as part of MCWD’s Water 

t   

D shall:  
- notify all customers of the water shortage  
- mail information to every customer and reasonably available potential water user 

explaining the importance of significant water use reductions  
- provide technical information to customers on ways to improve water use efficiency   
- conduct media campaign to remind consumers of the need to save water  
- publicize the showerhead, toilet rebate and other efficiency programs  
- enforce mandatory restrictions on water waste as provided in MCWD Code, Chapter 3 
 

The following are MCWD’s conservation requirements by customer type an
appeal procedures. These requirements and procedures 
Shortage Contingency Plan.  

STAGE 1:  Up to 10% - Voluntary – Minimal Conservation Requiremen

MCW
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t 

ductions of up to 
25% for each connection based on the average use during a base period proposed by the Water 

ectors.  

 

andatory annual 
proposed by the 
.  When Stage 3 

ction becomes necessary, administration and enforcement of water conservation rules 
nel may be hired 

irectors may be 
.  

cally specified in 
by the Water Conservation 

 rate for potable 
.  

ers are notified of allotments, it is expected that many requests for 
y, efficiently and 

ard, evaluated and acted upon by the Water 
ible.  Every action by the Water Conservation 

ard of Directors for consideration.  The procedures 
for appeal are defined, below.  

4. No building permits will be issued or meters installed for new accounts that had not received 
building permits before the “Severe Shortage” was declared.  

5. The following water use restrictions shall be imposed. 

STAGE 2:  >10% to 25% -Voluntary – Moderate Conservation Requiremen

In addition to the actions listed in Stage 1, MCWD shall call for voluntary re

Conservation Commission and adopted by MCWD’s Board of Dir

STAGE 3:  >25% to 35% - Mandatory – Severe Conservation Requirement

In addition to the actions listed in Stage 1 and 2, MCWD shall establish m
allotments for each connection based on the average use during a base period 
Water Conservation Commission and adopted by MCWD’s Board of Directors
use redu
becomes the major focus of MCWD. If necessary, additional temporary person
and special meetings of the Water Conservation Commission and /or Board of D
scheduled

1. Each water service connection shall receive an allotted quantity of water, typi
hundred cubic feet (hcf) units per billing cycle, as calculated 
Coordinator.  

2. The Board of Directors may pass an emergency ordinance increasing the usage
water in order to ensure stable revenues for operation and maintenance of MCWD
 
3. As individual custom
special consideration will be received. These petitions must be processed rapidl
fairly. Every application for waiver must be he
Conservation Commission as rapidly as poss
Commission shall be referred to MCWD’s Bo
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ta  
 

S ge Type Use Restriction 

3 ati
Existing Landscap
including Public P

cled water may continue without 

e subject to the 

 irrigation systems 
Addresses ending 

er on Mondays and 
 odd numbers (1,3,5,7,9) 

n Tuesdays and Fridays.  If there is no street 
ress is associated 

rigation days are 

ld 
ed on any day. 

Landscape Irrig on for Landscape watering with recy
es, 
arks 

restriction. 

Landscape watering with potable water shall b
following limits: 

(1) Landscape watering using sprinkler or
is permitted only two days per week.  
in even numbers (0,2,4,6,8) may wat
Thursdays.  Addresses ending in
may water o
address, or if more than one street add
with a contiguous property, the ir
Wednesday and Saturday. 

(2) Manual landscape watering with a soaker hose, handhe
hose or watering can/bucket is allow

3 Landscape Irr
New Landscapes, 
including Public Parks 

y continue without 

e subject to the 

 maintain adequate 
s, for a period 
erty owners must 

ew landscape is 
 

period, landscape 
watering using a sprinkler or irrigation system is 

th the current 

igation for Landscape watering with recycled water ma
restriction. 

Landscape watering with potable water shall b
following limits: 

(1) Landscape watering is permitted to
growth on newly installed landscape
generally up to five (5) weeks.  Prop
notify the District of the address where n
installed and the date of installation.

(2) Following the initial establishment 

permitted only on the days associated wi
conservation stage in effect. 

3 Golf Courses, Athletic 
Fields 

 continue without 

all be subject to the 

s may be found 
 or entryway shall follow the general 

landscape irrigation restrictions. 

(2) All in-play areas may be irrigated during the standard 
watering hours (before 10:00 a.m. or after 5:00 p.m.).  

(3) Course operators shall implement a ten (10) percent 
reduction in irrigation water use. 

Landscape watering with recycled water may
restriction. 

Landscape watering with potable water sh
following limits: 

(1) All landscape out-of-play areas such a
around a clubhouse

3 Hotels, motels and bed 
and breakfasts 

Hotels, motels and B&B’s must offer and clearly notify guests of 
a “limited linen/towel exchange” program. 
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ta se S ge Type U Restriction 

3 Swimming pools, 
tubs 

ols prohibited.  
s permitted only if 

maintaining or replacing a pool 
ls and tubs shall 

poration. 

hot Initially filling new and existing swimming po
Draining and refilling existing swimming pool
repairing a pool leak or repairing, 
component that has become hazardous.  All poo
be covered when not in use to reduce eva

3 Industrial and Compliance 

n, swimming 
Commercial 

Reduction of water use by any means is encouraged.  
with mandatory demand reduction measures is required for 
outdoor water uses including landscape irrigatio
pools, and vehicle washing. 

3 Vehicle and Equip
Washing 

washing of vehicles and mobile equipment (e.g., 
nly on assigned 

 days during landscape watering hours (before 

Fleet managers are encouraged to only wash those vehicles as is 

ment Non-commercial 
washing vehicle at a residence) is permitted o
landscape watering
10:00 a.m. or after 5:00 p.m.). 

necessary for health and safety. 

3 Heavy Construction The use of potable water for dust control shall b
greatest extent possible.  

e reduced to the 

STAGE 4:  >35% to 50% - Mandatory – Critical Conservation Requirement 

In addition to the actions listed in the previous stages, MCWD shall establish allotments based 
.  All new and previous appeals for waiver shall be 

ted by udit and shall be reheard by the Water Conservation Commission, if 
necessary, upon recommendation of MCW  
D cto

 
The following water use res e imposed. 
 

Stage Type Us

upon a 35% -50% curtailment of water use
evalua  field a

D staff.  Water rates may be increased by the Board of
ire rs.  

trictions shall b

e Restriction 

4 Landscape Irrigation for 
Existing Landscapes, 
including Public Parks 

 continue without 

 subject to the 

 or irrigation systems 
ddresses ending in 
s.  Addresses 

ending in numbers 2 or 3 may water on Tuesdays.  
Addresses ending in numbers 4 or 5 may water on 
Wednesdays.  Addresses ending in numbers 6 or 7 may 
water on Thursdays.  Addresses ending in numbers 8 or 9 
may water on Fridays.  If there is no street address, or if 
more than one street address is associated with a 
contiguous property, the irrigation day is Wednesday. 

Manual landscape watering with a soaker hose, handheld hose or 

Landscape watering with recycled water may
restriction. 

Landscape watering with potable water shall be
following limits:   

(1) Landscape watering using sprinkler
is permitted only one day per week.  A
numbers 0 or 1 may water on Monday
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Stage Type Use riction Rest
watering can/bucket is allowed on any day. 

4 ati
New Landscapes, 
including Public Parks  with potable water is 

raged. 

e subject to the 

 (3) days a week to 
talled landscapes, 

, Thursday and 
tify the District of the 
talled and the date of 

itted only on the 
ssociated with the current conservation stage in effect. 

Landscape Irrig on for Landscape watering with recycled water may continue without 
restriction. 

The installation of new landscapes irrigated
discou

Landscape watering with potable water shall b
following limits: 

(1) Landscape watering is permitted three
maintain adequate growth on newly ins
for a period generally up to five (5) weeks.  Watering 
days for new landscapes are Tuesday
Saturday.  Property owners must no
address where new landscape is ins
installation. 

Following the initial establishment period, landscape watering 
using a sprinkler or irrigation system is perm
days a

4 Golf Course
Fields 

 continue without 

l be subject to the 

 may be found 
und a clubhouse or entryway shall follow the general 

lay areas may be irrigated during the standard 
r after 5:00 p.m.).  

) percent reduction 

s / Athletic Landscape watering with recycled water may
restriction. 

Landscape watering with potable water shal
following limits: 

(1) All landscape out-of-play areas such as
aro
landscape irrigation restrictions. 

(2) All in-p
watering hours (before 10:00 a.m. o

Course operators shall implement a twenty (20
in irrigation water use. 

4 Hotels, motels and mit linen/towel changes to once 
hever is shorter, 

 bed Hotels, motels and B&B’s must li
and breakfasts every two (2) nights or for the entire stay, whic

except for health and safety. 

4 Swimming pools, 
tubs 

w and existing swimming pools prohibited.  
ls permitted only if 

ak or repairing, maintaining or replacing a pool 
component that has become hazardous.  All pools and tubs shall 
be covered when not in use to reduce evaporation. 

hot Initially filling ne
Draining and refilling existing swimming poo
repairing a pool le

4 Vehicle and Equipment 
Washing 

Non-commercial washing of vehicles and mobile equipment (e.g., 
washing vehicle at a residence) is permitted only on assigned 
landscape watering days during landscape watering hours (before 
10:00 a.m. or after 5:00 p.m.). 

Fleet managers are encouraged to only wash those vehicles as is 
necessary for health and safety. 
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ta ype Use S ge T Restriction 

4 Industrial and 
commercial 

ouraged.  The Board 

tory demand reduction measures is 
scape irrigation, 

ools, and vehicle washing. 

Reduction of water use by any means is enc
of Directors may establish mandatory use reduction targets, if 
needed. 

Compliance with manda
required for outdoor water uses including land
swimming p

4 Heavy Construction The use of potable water for dust control shall be reduced to the 
greatest extent possible.  

 

STAGE 5:  >50% - Mandatory – Emergency Conservation Requirement 

Appropriate 50% water shortage allotments shall be calculated and noticed to customers.  
this stringent program shall be the highest 

 MCWD will be directed toward improvement and 
se of water supply to the system. Water be further increased by the Board of 

D cto
The fo est
 

ta  

Appropriate administration and enforcement of 
priority of MCWD activity. All resources of
increa rates may 

ire rs.  
llowing water use r rictions shall be imposed: 

S ge Type Use Restriction 

5 ati
Existing Landscap
including Public Parks 

ontinue without 

rohibited. 

Landscape Irrig on for 
es, 

Landscape watering with recycled water may c
restriction. 

Landscape watering with potable water is p

5 Landscape Irrigati
New Landscapes, 
including Public P

y continue without 

ith potable water is 
ring Conservation Stage 5. 

New landscapes installed prior to declaration of Conservation 
Stage 5 may water two (2) days a week to maintain adequate 
growth on newly installed landscapes, for the remainder of the 
initial five (5) week establishment period.  Watering days for new 
landscapes are Tuesday and Friday.  Property owners must notify 
the District of the address where new landscape is installed and 
the date of installation 

on for 

arks 

Landscape watering with recycled water ma
restriction. 

The installation of new landscapes irrigated w
prohibited du
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ta e S ge Type Us Restriction 

5 olf Courses / Ath
Fields 

cled water may continue without 

l be subject to the 

-of-play areas such as may be found 
ll follow the general 

ter 5:00 p.m.).  

 percent reduction 
ter use. 

G letic Landscape watering with recy
restriction. 

Landscape watering with potable water shal
following limits: 

(3) All landscape out
around a clubhouse or entryway sha
landscape irrigation restrictions. 

(4) All in-play areas may be irrigated during the standard 
watering hours (before 10:00 a.m. or af

Course operators shall implement a thirty (30)
in irrigation wa

5  and
and breakfasts 

el changes to once 
ichever is shorter, 

Hotels, motels  bed Hotels, motels and B&B’s must limit linen/tow
every three (3) nights or for the entire stay, wh
except for health and safety. 

5 
 tubs shall be 

ct District 
ol must be repaired 

Swimming pools, hot
tubs 

 Filling new swimming pools and/or draining and refilling existing 
swimming pools is prohibited.  All pools and
covered when not in use to reduce evaporation.  Conta
conservation staff if an existing swimming po
and refilled during Conservation Stage 5.  

5 Vehicle and Equip
Washing 

Non-commercial washing of vehicles and mobile equipment is 
th water recycling 

ment 
prohibited.  Only commercial facilities wi
systems may be used. 

5 Industrial  raged.  The Board 
uction targets, if 

Compliance with mandatory demand reduction measures is 
required for outdoor water uses including landscape irrigation, 
swimming pools, and vehicle washing. 

and
commercial 

Reduction of water use by any means is encou
of Directors may establish mandatory use red
needed. 

5 Heavy Construction The use of potable water for dust control shall be reduced to the 
greatest extent possible.  The District may establish mandatory 
construction water budgets, if needed. 

 
 
Appeals Procedure  

1. Any person who wishes to appeal a customer classification or allotment shall do so in writing 
by using the forms provided by MCWD.  

2. Appeals will be reviewed by the Water Conservation Coordinator and staff.  Site visits may be 
scheduled if required.  

3. A condition of granting an appeal shall be that all plumbing fixtures or irrigation systems be 
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replaced or modified for maximum water conservation.  

e considered are as follows:  

water supply 
 will result in unemployment or inappropriate hardship, after confirmation by 

water efficiency 

5. In the event an appeal is requested for irrigation of trees or vegetation, MCWD staff may use 
. Costs for such 

n 
CWD’s Board of 

7. If the Water Conservation Commission and the applicant are unable to reach accord, then the 
ho will make the final determination.  

ly Report.  

4. Examples of appeals that may b

a. Substantial medical requirements. 

b. Commercial/Industrial/Institutional accounts where any additional 
reductions
the MCWD staff that the account has instituted all applicable 
improvements. 

the services of a qualified consultant in determining the validity of the request
consulting services shall be paid by the party or parties making the request. 

6. The Water Conservation Coordinator shall refer all appeals to the Water Conservatio
Commission. The Water Conservation Commission may refer appeals to M
Directors. 

appeal shall be heard by the MCWD Board of Directors, w

8. All appeals shall be reported monthly to the Board as a part of the Water Supp

 
5.0  MANDATORY PROHIBITIONS ON WATER USE  

California Water Code Section 10632(d). Additional, mandatory prohibitions against specific 
biting the use of 
methods in the 
ption reduction 
water use, are 
 consistent with 

 adopted a "Water Waste/Water Conservation" Ordinance (Ordinance No. 20) in 
April of 1990, which prohibits water waste and promotes water conservation. Since the initial 
adoption, revisions were adopted by the Board of Directors on April 14, 1992 and October 4, 
1993.  The ordinance has most recently been revised on and now appears as Chapter 3.36 of 
MCWD Code.  Section 3.36.030, Mandatory Restrictions on Water Waste, details the applicable 
prohibitions of use.   These prohibitions are in force at all times.  Additional water use reduction 
methods available to water users or MCWD to adopt in order to comply with use reductions 
during the more restrictive stages of water shortages (Stages 4 and 5) include, but are not limited 
to, the following: 
 

water use practices during water shortages, including, but not limited to, prohi
potable water for street cleaning. Section 10632(e) Consumption reduction 
most restrictive stages.  Each urban water supplier may use any type of consum
methods in its water shortage contingency analysis that would reduce 
appropriate for its area, and have the ability to achieve a water use reduction
up to a 50 percent reduction in water supply. 

The MCWD
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a) elimination of turf irrigation with potable supplies; 

irrigation only; 

c) elimination of vehicle washing except in car washes that have water recirculation 

here damage to pumping 

e) elimination of water served in food service establishments unless requested; 

uction meters; 

 moratorium on provision of new supply meters. 

chieved, the MCWD may amend this 
vailable conservation tactics 

 
b)  restriction of landscape watering to shrubs and trees by hand or drip 

 

systems; 
 

d) prohibition on filling or topping off of swimming pools w
equipment will not result; 

 

 
f) elimination of the issuance of constr

 
g) shut-off of dedicated landscape irrigation meters; and 

 
h)

 
If water use reductions called for in Stages 3-5 are not a
Water Shortage Contingency Plan to make any of the above a
mandatory. 
 
6.0  PENALTIES OR CHARGES FOR EXCESSIVE USE  
 
California Water Code Section 10632(f) Penaltie
 

s or charges for excessive use.  

s.  Violation of 
tion 3.36.050 of 

Section 3.36.050 of MCWD Code provides for a system of violations and notice
provisions of this Water Shortage Contingency Plan shall be enforced under Sec
MCWD Code. 
 
7.0    REVENUE AND EXPENDITURE IMPACTS 
 
California Water Code Section 10632(g) – An analysis of the impacts of eac
and conditions described in subdivisions (a) to (f), inclusive, on the revenues a
of the urban water supplier, and proposed measures to overcome those impa
development of reserves and rate adjustments. 

 

h of the actions 
nd expenditures 
cts, such as the 

Enforcement of the Water Shortage Contingency Plan is assumed to be covered by enhanced 
revenues from application of excess use charges and penalties. MCWD reserves may be used 
temporarily should revenues remain below expectations.  MCWD’s rate structure is based upon 
adopted rate ranges and allows for modification of rates on short notice within those ranges.  
MCWD retains the ability to modify rates to meet all legitimate MCWD needs.  Revenue 
impacts from water sales losses are estimated as follows, based upon Tier 2 rates of $2.35/hcf in 
Central Marina and $2.86/hcf in the Ord Community, and recognizing approximately 10% of 
MCWD’s customers are not metered as of 2010. 
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      Table 3: Potential R  Imp Imp tion P  
t  Stage 5 

evenue acts of lementa  of WSC
 S age 1 Stage 2 Stage 3 Stage 4

Assumed Reductio er 0  50 percent n 10 p cent 2  percent 30 percent 40 percent
Water Sales Loss  $ 454,664  $ 909,329  $1,363,993  $ 1,818,658   $ 2,273,322 
Revenue Source: 

 savings at 
  76   $ 267,845 

Pumping
$135/af  $ 53,569 $ 107,138  $ 160,707  $ 214,2
Net Revenue 
Reduction  $ 401,09  $ 802,  $1,20   $ 1,    $ 2,005,477 5 191 3,286 604,382
Percent of Total 
Annual Water System 

21% 27%Revenue 5% 11% 16%
* Table based on FY2009-2010 water sales, $7,501,854 for 3,970 acre-feet 

 
 
8.0  WATER SHORTAGE CONTINGENCY PLAN IMPLEMENTATION  

cy resolution or 

e Contingency Plan in Resolution No. 2005-
on the triggering 

d as Appendix A to this Plan.  
 

NITORING PROCEDURES 

California Water Code Section 10632 (h) A draft water shortage contingen
ordinance.  
 
MCWD Board of Directors adopt the Water Shortag
31, which enables implementation of the Plan upon advice of staff based in part 
mechanisms discussed herein.  The resolution is attache

9.0  WATER USE MO  

al reductions in 

edure:    

 MCWD O&M 
ator and Water 
 Drinking Water 
h year.  

During a Stage 1 or 2 water shortage, daily production figures will be reported to the O&M 
ion Coordinator 

compares the weekly production to the target weekly production to verify that the reduction goal 
is being met. Monthly reports are forwarded to the General Manager, the Water Conservation 
Commission and the MCWD Board of Directors. If reduction goals are not met, the General 
Manager may notify the Board of Directors so that corrective action can be taken.  
 
Stage 3 and 4 Water Shortages  
 
During a Stage 3 or 4 water shortage, the procedure listed above will be followed, with the 

 
California Water Code Section 10632 (i) A mechanism for determining actu
water use pursuant to the urban water shortage contingency plan.  
 
Normal Monitoring Proc
 
In normal water supply conditions, production figures are recorded daily by
personnel.  Totals are reported monthly to the Water Conservation Coordin
Quality Manager.   Production figures are reported in the Annual Report to the
Program, which is submitted to the California Department of Health Services eac
 
Stage 1 and 2 Water Shortages  
 

Superintendent and Water Conservation Coordinator. The Water Conservat
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rts to the Water 
irectors. Special meetings may be called for 

e Water Shortage Contingency Plan.  

 Superintendent 
n Coordinator daily. Reports will 

also be provided to MCWD’s Board of Directors, the Monterey County Office of Emergency 
Services, and land use jurisdictions located within MCWD’s service territory. 
 

addition of a daily production report to the General Manager and weekly repo
Conservation Commission and Board of D
administration of th
 
Stage 5 Water Shortage 

 
During a Stage 5 shortage, production figures will be reported to the O&M
hourly, and to the General Manager and the Water Conservatio
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