MARINA COAST WATER DISTRICT
Office & Tenant Improvements

SECTION 06 41 10 - INTERIOR ARCHITECTURAL WOODWORK

PART 1 - GENERAL

1.01

1.02

1.03

1.04

D

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary

Conditions and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following:

1. Solid Surface countertops

Related Sections include the following:

1. Division 6 Section "Rough Carpentry" for wood furring, blocking, shims, and hanging
strips required for installing woodwork and concealed within other construction before
woodwork installation.

2. Division 6 Section "Finish Carpentry" for interior carpentry exposed to view that is not
specified in this Section.

3. Division 9 Section "Painting”.

DEFINITIONS

Interior architectural woodwork includes wood furring, blocking, shims, and hanging strips for

installing woodwork items unless concealed within other construction before woodwork

installation.

SUBMITTALS

Product Data: For each type of product indicated, including cabinet hardware and accessories.

Product Data: For high-pressure decorative laminate cabinet hardware and accessories.

Shop Drawings: Show location of each item, dimensioned plans and elevations, large-scale
details, attachment devices, and other components.

1. Show details full size.

2. Show locations and sizes of furring, blocking, and hanging strips, including concealed
blocking and reinforcement specified in other Sections.

3. Show locations and sizes of cutouts and holes for plumbing fixtures, faucets and other
items installed in architectural woodwork.

4. Show pathways for utilities/distribution.

Samples for Initial Color Selection:
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1. Wilsonart Hunington Maple 7929-38 veneer for vertical surfaces in break room, copy
room and mail room

2. Solid Surface Counter top selections below.

1.05 QUALITY ASSURANCE

A.  Source Limitations: Engage a qualified woodworking firm to assume undivided responsibility
for production of interior architectural woodwork with sequence-matched wood veneers

B.  Quality Standard: Unless otherwise indicated, comply with WI's "Manual of Millwork" for
grades of interior architectural woodwork indicated for construction, finishes, installation, and
other requirements.

1. The Contract Documents contain selections chosen from options in the quality standard
and additional requirements beyond those of the quality standard. Comply with such
selections and requirements in addition to the quality standard.

C.  Preinstallation Conference: Conduct conference at Project site to comply with requirements in
Division 1 Section "Project Management and Coordination."

1.06 DELIVERY, STORAGE, AND HANDLING

A. Do not deliver woodwork until painting and similar operations that could damage woodwork
have been completed in installation areas. If woodwork must be stored in other than installation
areas, store only in areas where environmental conditions comply with requirements specified
in "Project Conditions" Article.

1.07 PROJECT CONDITIONS

A.  Environmental Limitations: Do not deliver or install woodwork until building is enclosed, wet
work is complete, and HVAC system is operating and maintaining temperature and relative
humidity at occupancy levels during the remainder of the construction period.

B. Environmental Limitations: Do not deliver or install woodwork until building is enclosed, wet
work is complete, and HVAC system is operating and maintaining temperature between 60 and
90 deg F and relative humidity between 43 and 70 percent during the remainder of the
construction period.

C.  Field Measurements: Where woodwork is indicated to fit to other construction, verify
dimensions of other construction by field measurements before fabrication, and indicate
measurements on Shop Drawings. Coordinate fabrication schedule with construction progress
to avoid delaying the Work.

1. Locate concealed framing, blocking, and reinforcements that support woodwork by field
measurements before being enclosed, and indicate measurements on Shop Drawings.

2. Established Dimensions: Where field measurements cannot be made without delaying
the Work, establish dimensions and proceed with fabricating woodwork without field

INTERIOR ARCHITECTURAL
WOODWORK 06 41 10 - Page 2



MARINA COAST WATER DISTRICT
Office & Tenant Improvements

1.08

A

measurements. Provide allowance for trimming at site, and coordinate construction to
ensure that actual dimensions correspond to established dimensions.

COORDINATION

Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related
units of Work specified in other Sections to ensure that interior architectural woodwork can be
supported and installed as indicated.

PART 2 - PRODUCTS

2.01

A

B.

C.

D.

E.

2.02

MATERIALS

General: Provide materials that comply with requirements of WI's quality standard for each
type of woodwork and quality grade specified, unless otherwise indicated.

Wood Species for Opaque Finish: Any closed-grain hardwood
Wood Products: Comply with the following:

Hardboard: AHA A135.4.

Medium-Density Fiberboard: NAUF, ANSI A208.2, Grade MD.

Particleboard: ANSI A208.1, Grade M-2-Exterior Glue.

Particleboard: Straw-based particleboard complying with requirements in ANSI A208.1,
Grade M-2, except for density.

Softwood Plywood: DOC PS 1.

6. Bamboo Veneer

PoONME

o

Acceptance of defective or non-conforming work: If the Agency prefers to accept defective or
non-conforming work, it may do so instead of requiring its removal and correction, in which
case a change order will be issued to reflect an appropriate reduction in the contract sum, or, if
the amount is determined after final payment, it shall be paid by the Contractor.

Solid-Surfacing Material: Homogeneous solid sheets of filled plastic resin complying with
ISSFA-2. Solid surface material shall be installed in common areas, reception, break room,
mail and copy rooms.

7. Manufacturers:  Subject to compliance with requirements, provide products by the
following: Silestone

8. Colors and Patterns:

a. (SS-1) Common area/reception: Silestone — Mountain Series: Black Canyon;
adhesive as recommended by manufacturer (Ultra Bond G)

MISCELLANEOUS MATERIALS
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A.

2.03

2.04

B.

Furring, Blocking, Shims, and Hanging Strips: Softwood or hardwood lumber, Kiln dried to less
than 15 percent moisture content.

Anchors: Select material, type, size, and finish required for each substrate for secure anchorage.
Provide nonferrous-metal or hot-dip galvanized anchors and inserts on inside face of exterior
walls and elsewhere as required for corrosion resistance. Provide toothed-steel or lead
expansion sleeves for drilled-in-place anchors.

VOC Limits for Installation Adhesives and Glues: Use installation adhesives that comply with
the following limits for VOC content when calculated according to 40 CFR 59, Subpart D (EPA
Method 24):

1. Wood Glues: 30 g/L.
2. Contact Adhesive: 250 g/L.

Adhesive for Bonding Plastic Laminate: Unpigmented contact cement Retain subparagraph
below unless good chemical, fire, or temperature resistance is required.

1. Adhesive for Bonding Edges: Hot-melt adhesive.

FABRICATION, GENERAL
Fabricate woodwork to dimensions, profiles, and details indicated.
1. Corners of counter tops minimum 1” radius.

Complete fabrication, including assembly, finishing, and hardware application, to maximum
extent possible before shipment to Project site. Disassemble components only as necessary for
shipment and installation. Where necessary for fitting at site, provide ample allowance for
scribing, trimming, and fitting.

1. Notify Architect seven days in advance of the dates and times woodwork fabrication will
be complete.

2. Trial fit assemblies at fabrication shop that cannot be shipped completely assembled.
Install dowels, screws, bolted connectors, and other fastening devices that can be
removed after trial fitting. Verify that various parts fit as intended and check
measurements of assemblies against field measurements indicated on Shop Drawings
before disassembling for shipment.

3. Provide pathways for utilities.

SOLID-SURFACING-MATERIAL COUNTERTOPS

Fabricate tops in one piece, unless otherwise indicated. Comply with solid-surfacing-material
manufacturer's written recommendations for adhesives, sealers, fabrication, and finishing.

4. Fabricate tops with shop-applied edges of materials and configuration indicated.
5. Fabricate tops with loose backsplashes for field application.

Drill holes in countertops for utilities as directed and supply escutcheon covers.
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PART 3 - EXECUTION

3.01

A

3.02

3.03

PREPARATION

Before installation, condition woodwork to average prevailing humidity conditions in
installation areas.

Before installing architectural woodwork, examine shop-fabricated work for completion and
complete work as required, including removal of packing and backpriming.

INSTALLATION

Grade: Install woodwork to comply with requirements for the same grade specified in Part 2 for
fabrication of type of woodwork involved.

Assemble woodwork and complete fabrication at Project site to comply with requirements for
fabrication in Part 2, to extent that it was not completed in the shop.

Install woodwork level, plumb, true, and straight. Shim as required with concealed shims.
Install level and plumb (including tops) to a tolerance of 1/8 inch in 96 inches.

Scribe and cut woodwork to fit adjoining work, refinish cut surfaces, and repair damaged finish
at cuts.

Anchor woodwork to anchors or blocking built in or directly attached to substrates. Secure with
countersunk, concealed fasteners and blind nailing as required for complete installation. Use
fine finishing nails or finishing screws] for exposed fastening, countersunk and filled flush with
woodwork and matching final finish if transparent finish is indicated.

Countertops: Anchor securely by screwing through corner blocks of base cabinets or other
supports into underside of countertop.

1. Install countertops with no more than 1/8 inch in 96-inch sag, bow, or other variation
from a straight line.

2. Secure backsplashes to tops with concealed metal brackets at 16 inches o.c. and to walls
with adhesive.

3. Calk space between backsplash and wall with sealant specified in Division 7 Section
"Joint Sealants."

ADJUSTING AND CLEANING

Repair damaged and defective woodwork, where possible, to eliminate functional and visual
defects; where not possible to repair, replace woodwork. Adjust joinery for uniform
appearance.

Clean, lubricate, and adjust hardware.

END OF SECTION
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