MARINA COAST WATER DISTRICT - TENANT IMPROVEMENT
Imjin Office Park, Marina, CA

SECTION 220529 - HANGERS AND SUPPORTS FOR PLUMBING PIPING AND EQUIPMENT

PART 1 - GENERAL

1.1

1.2

13

1.4

15

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 01 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following hangers and supports for plumbing system piping and equipment:

1. Steel pipe hangers and supports.

2. Trapeze pipe hangers.

DEFINITIONS

MSS: Manufacturers Standardization Society for The Valve and Fittings Industry Inc.

Terminology: As defined in MSS SP-90, "Guidelines on Terminology for Pipe Hangers and Supports."

PERFORMANCE REQUIREMENTS

Design supports for multiple pipes, including pipe stands, capable of supporting combined weight of
supported systems, system contents, and test water.

SUBMITTALS

Product Data: For the following:

1. Steel pipe hangers and supports.

Shop Drawings: Show fabrication and installation details and include calculations for the following:

1. Trapeze pipe hangers. Include Product Data for components.

PART 2 - PRODUCTS

2.1

MANUFACTURERS

In other Part 2 articles where titles below introduce lists, the following requirements apply to product
selection:

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the
manufacturers specified.
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2.2

A

2.3

STEEL PIPE HANGERS AND SUPPORTS

Description: MSS SP-58, Types 1 through 58, factory-fabricated components. Refer to Part 3 "Hanger
and Support Applications" Article for where to use specific hanger and support types.

Manufacturers:

B-Line Systems, Inc.; a division of Cooper Industries.
Globe Pipe Hanger Products, Inc.

Grinnell Corp.

National Pipe Hanger Corporation.

PHD Manufacturing, Inc.

PHS Industries, Inc.

IR

Galvanized, Metallic Coatings: Pregalvanized or hot dipped.

Nonmetallic Coatings: Plastic coating, jacket, or liner.

TRAPEZE PIPE HANGERS

Description: MSS SP-69, Type 59, shop- or field-fabricated pipe-support assembly made from structural-
steel shapes with MSS SP-58 hanger rods, nuts, saddles, and U-bolts.

PART 3 - EXECUTION

3.1

A.

HANGER AND SUPPORT APPLICATIONS

Specific hanger and support requirements are specified in Sections specifying piping systems and
equipment.

Comply with MSS SP-69 for pipe hanger selections and applications that are not specified in piping
system Sections.

Use hangers and supports with galvanized, metallic coatings for piping and equipment that will not have
field-applied finish.

Use nonmetallic coatings on attachments for electrolytic protection where attachments are in direct
contact with copper tubing.

Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in piping
system Sections, install the following types:

1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or insulated
stationary pipes, NPS 1/2 to NPS 30.

2. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of pipes,
NPS 3/4 to NPS 24, requiring clamp flexibility and up to 4 inches of insulation.

3. Steel Pipe Clamps (MSS Type 4): For suspension of cold and hot pipes, NPS 1/2 to NPS 24, if
little or no insulation is required.

Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system Sections,
install the following types:
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3.2

1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers, NPS 3/4 to NPS 20.

Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system Sections,
install the following types:

Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches for heavy loads.

Steel Clevises (MSS Type 14): For 120 to 450 deg F piping installations.

Swivel Turnbuckles (MSS Type 15): For use with MSS Type 11, split pipe rings.

Malleable-Iron Sockets (MSS Type 16): For attaching hanger rods to various types of building
attachments.

5. Steel Weldless Eye Nuts (MSS Type 17): For 120 to 450 deg F piping installations.

hPOONE

Building Attachments: Unless otherwise indicated and except as specified in piping system Sections,
install the following types:

1. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams.

Saddles and Shields: Unless otherwise indicated and except as specified in piping system Sections,
install the following types:

1. Steel Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with insulation that
matches adjoining insulation.

2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer to prevent
crushing insulation.

3. Thermal-Hanger Shield Inserts: For supporting insulated pipe.

Comply with MSS SP-69 for trapeze pipe hanger selections and applications that are not specified in
piping system Sections.

Comply with MFMA-102 for metal framing system selections and applications that are not specified in
piping system Sections.

Use pipe positioning systems in pipe spaces behind plumbing fixtures to support supply and waste piping
for plumbing fixtures.

HANGER AND SUPPORT INSTALLATION

Steel Pipe Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Install hangers, supports,
clamps, and attachments as required to properly support piping from building structure.

Trapeze Pipe Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Arrange for grouping of
parallel runs of horizontal piping and support together on field-fabricated trapeze pipe hangers.

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or install
intermediate supports for smaller diameter pipes as specified above for individual pipe hangers.

2. Field fabricate from ASTM A 36, steel shapes selected for loads being supported. Weld steel
according to AWS D1.1.

Install hangers and supports complete with necessary inserts, bolts, rods, nuts, washers, and other
accessories.

Install hangers and supports to allow controlled thermal and seismic movement of piping systems, to
permit freedom of movement between pipe anchors, and to facilitate action of expansion joints,
expansion loops, expansion bends, and similar units.
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E.

F.

3.3

Install lateral bracing with pipe hangers and supports to prevent swaying.

Install building attachments within concrete slabs or attach to structural steel. Install additional
attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 and larger and at
changes in direction of piping. Install concrete inserts before concrete is placed; fasten inserts to forms
and install reinforcing bars through openings at top of inserts.

Load Distribution: Install hangers and supports so piping live and dead loads and stresses from
movement will not be transmitted to connected equipment.

Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and so maximum pipe
deflections allowed by ASME B31.9 (for building services piping) are not exceeded.

Insulated Piping: Comply with the following:
1. Attach clamps and spacers to piping.
a. Piping Operating above Ambient Air Temperature: Clamp may project through insulation.
b. Piping Operating below Ambient Air Temperature: Use thermal-hanger shield insert with
clamp sized to match OD of insert.

c. Do not exceed pipe stress limits according to ASME B31.9 for building services piping.

2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is indicated.
Fill interior voids with insulation that matches adjoining insulation.

3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields shall
span an arc of 180 degrees.

4, Shield Dimensions for Pipe: Not less than the following:

a. NPS 1/4 to NPS 3-1/2: 12 inches long and 0.048 inch thick.

5. Insert Material: Length at least as long as protective shield.
6. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation.
ADJUSTING

Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve indicated
slope of pipe.

Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches.

END OF SECTION 220529
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